
AMT537 Tint Solar Film Transmission Meter 

User Manual 
Product introduction  
Testing the IR and UV rejection rate, visible light transmittance, total solar 
energy rejection (TSER) and solar heat gain coefficient (SHGC) of film materials.  
 
Standards for the product  
GB/T 31849-2015: Film mounted motor vehicle glass  
GA/T 744-2013: Automotive solar control window films  
JJF 1225-2009: Calibration Specification for Transmittance Meter of 
Automobile  
JJG 178-2007 Ultraviolet, Visible, Near-Infrared Spectrophotometers 
 
Operation: 
1. Power on/off 

 
Turn on: Short press button to turn on the meter. Note: The test slot must be 
empty, otherwise, it can't finish the self-calibration.  
Shutdown: Long press button or have no operation in 3 minutes, the meter 
will shutdown automatically. 
 
Measurement: 
1. When power on, test slot empty, short press HOLD button, parameters can 
display 940nm IRR and/or 1400nm IRR 
2. Put the film in the test slot, screen will display the value same time. Short 



press HOLD button, "HOLD" icon will be displayed, the measurement data will 
be kept on the screen. Press the HOLD button again and return to the 
measurement state. In the "HOLD" state, if the backlight is off, short press the 
button to only light up the backlight. If the backlight is already on, it will cancel 
the HOLD function and start a new measurement. 
 
Setup: 
In the off state, long press and hold the button for 3 seconds to enter the 
"SETUP" interface. Short press the button for selection, Long press the button 
to confirm. 

 
Low battery indicator:  
When battery power is low, the battery icon at the bottom right will flash and 
display, battery needs for replacement..  
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